EXTERIOR
WALL COVERING
•
•

Type: Stucco and brick veneer wall.
Conditions:
1- There were cracks on the west side
between stucco and brick veneer close
to entrance.

2- There were cracks on the north–west side and also over the top and bottom
corner of the north-west window due to structural movement.

3- Clearances from the stucco to the soil in
the east and south side and to brick
walkways in the east side were not
adequate.

•

4- There were Some hair cracks over the garage door and in the east side of the
house.
Recommendations:
1- Seal the cracks in the west and north-west side of the house.
2- Monitor for the hair cracks for their need of sealing.
3- Correct the clearances, at least 150 mm, to prevent any wood damage to the
house.
4- Keep the decks, close and next to stucco, clean to prevent any snow pile up or
water remaining beside the house which could cause wood damage.
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5-

Keep trees and bushes away from stucco siding to prevent any moisture
related problems.

6-

Seal around the hose bib in the west
side on the brick veneer.

ENTRANCE DOORS
•

•

Conditions:
1- Weather strip in the lower portion of the east door was worn out.
2- The east door did not close properly
and easily, and its clearance to the
wood decking was not adequate which
could lead to water running under the
floor covering.
3- The hinges for the mentioned door is almost rusted.
Recommendations:
1- Fix the weather strip and the door for heat lose and energy saving.
2- Provide appropriate clearance for the door to the deck.

WINDOWS
•
•
•

Type: Double coated vinyl windows
Condition: Flashing between windows and brick veneers were not appropriate.
Recommendations:
1- Seal all around windows to the stucco siding and keep them sealed.
2- Install proper flashings.

FASCIAS, EAVES, SOFFITS, AND TRIMS
•

Condition: Wasp nests over the north and
east side soffits were observed.

•

Recommendation: Remove the wasp nests from the soffits, which could lead their
activity in the attic.
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FLASHINGS
Condition: The flashings between stucco
and brick veneer were mot appropriate.

•

• Recommendation: Install proper flashings between stucco and brick veneer in
order to prevent any water migration behind the wall and damages
.

DECKS, PORCHES, BALCONIES, AND PATIOS
•

•

Condition: A small section of the visible
portion of the west wooden deck was
rotten.

Recommendation:
1- Keep flowers and bushes away from over the end sections of the west and east
decks to prevent any future wood damages.
2- Investigate for the previous damages, due to the above recommendation.

SITE DRAINAGE
•

Type: There was a storm sump located in the north- east side of the house and
concealed BIG O drain tiles.
Conditions:
1- The door of the storm sump could not
be removed, due to the weight, for any
further investigation.

•

2- The drain tiles were clogged due to their material’s nature,
unconnected downspouts, and efflorescence in the corner of the crawl space
foundation walls.
Recommendations:
1- Do In camera inspection of drain tiles for their operation, and flush them every
couple of years.
2- Change drain tiles with an approved material.

•
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LANDSCAPING AND LOT GRADING
Conditions:
1- The grading in the north-west side was
toward the house.

•

2- Soil in the south and east sides,
adjacent to the house and covered with
grass and flowers, did not have enough
clearance to the wood frames.

Recommendation
1. Keep at least 150 mm clearance from the finished ground level to the bottom of
stucco.
2. Correct the grading and slope it away from the house.

•

DRIVEWAY
•

Condition: Some cracks, due to minor
settlement, on the driveway in the east
side of the house were observed.

•

Recommendation: Monitor the cracks for any probable future repairs.

WALKWAYS
•

Conditions:
1- There is a major crack in the
concrete side-walk in the west side
of the house, due to settlement,
which had caused a trip hazard and
also let the water sloping toward the
house.
2- Due to the mentioned deficiency, a
gap between the walkway and first
step of the entrance stairs had been
occurred.
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3- There were some cracks on the
concrete walkways in the east side
of the house.

4- Some the brick walkways in the
east side were popped up, which
could cause a trip hazard.

5- The hinges of the wooden gate in
the south-east side were rusted and
broken, so it did not operate
properly and easily.

•

Recommendations:
1- Repair the crack in the west side to prevent trip hazard and water slopping
toward the house.
2- Fill underneath of the stair to prevent break in the concrete stairs and water
running underneath of it.
3- Fix the brick walkway to prevent any hazard and getting worst.
4- Monitor on the other cracks for any need of repairs.
5- Fix the wooden gate, before its complete failure.

GARGE DOOR OPENINGS & THEIR SAFETY STOPS
•

Recommendations:
1- Adjust the spring for safety precautions.
2- Fill underneath of the frame at sides with proper material to prevent any
animal activity inside the garage.

STAIRWAY
•

Recommendation: As was mentioned in the walkway section.
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